M 5W Liquid-Cooled Mig Welding Torch

560A CO,, 540A mixed gas M21, 380A pulse @100%
Max. Load 24KW with 1600W liquid cooler, 0.9mm-1.6mm wires

540A CO,, 520A mixed gas M21, 350A pulse @100%
Max. Load 22KW with 1200W liquid cooler, 0.9mm-1.6mm wires

Ratings:

Ideal for heavy duty 1.2mm high deposition and pulse applications with all wire types

M5W Video

Compact
Handle

ARC M HIGH PERFORMANCE MIG TORCH PACKAGES

M5W Torches are supplied with a Euro termination as standard and are
supplied ready to weld’ with all wear parts fitted.

: Lx:130mm

M5W-3M M5W-4M M5W-5M
Wear Parts c €
Nozzles D Tip Adaptors
Part Number Description Bore  Wall Material Part Number Description Material
A *AMN5WCN Conical / Insulator Assy 13.5mm 3.0mm  Copper * AMSWTAC-20 High Performance 2.0mm Recess  Copper
AMNS5SWTN Tapered / Insulator Assy 11.5mm 3.0mm  Copper AM5WTAC-45 High Performance 4.5mm Recess  Copper
AMNS5WCYN Cylindrical / Insulator Assy 16.0mm 3.0mm  Copper AMS5WTAB-20 Tip Adaptor 2.0mm Recess Brass
A1e AMN5SWCN-C Conical Nozzle ¢/w Insulator & Retaining Ring AMSWTAB-45 Tip Adaptor 4.5mm Recess Brass
AMNSWTN-C Tapered Nozzle ¢/w Insulator & Retaining Ring
AMNSWCYN-C  Cylindrical Nozzle c/w Insulator & Retaining Ring
E Tip Adaptor Insulators
B Nozzle Retaining Rings Part Number Description
Part Number Description Size Material « AMSWTAI Tip Adaptor Insulator
*AMN5WCNR Nozzle Retaining Ring  29.5mm Brass
F Liners
C Contact Tips . o Part Number Description Wire Size
Part Numb Descrioi Size Wire Size ) ¢ AM6SL-1012-30  Steel Liner x 3mt 1.0-1.2mm
ar e escription frmm) rminet)__ Material -, \\vgS1-1012-40  Steel Liner x 4mt 10-1.2mm
Standard Series 4 * AM6SL-1012-50 Steel Liner x 5mt 1.0-1.2mm
AMS5CTO9 Contact Tip M8729.5 0.9-0.035 CuCrZr
) AM6SL-16-30 Steel Liner x 3mt 1.6mm
AMS5CT10 Contact Tip M8729.5 1.0-0.040 CuCrZr
) AM6SL-16-40 Steel Liner x 4mt 1.6mm
*AMS5CT12 Contact Tip M8729.5 1.2-0.045 CuCrZr
) AM6SL-16-50 Steel Liner x 5mt 1.6mm
AMS5CT 14 Contact Tip M8729.5 1.4-0.055 CuCrZr
) AM60OSWI-1012-30 Soft Wire Liner x 3mt 1.0-1.2mm
AMS5CT16 Contact Tip M8729.5 1.6-0.063 CuCrZr . .
AM60OSWI-1012-40 Soft Wire Liner x 4mt 1.0-1.2mm
ASeries , AM60SWL-1620-30  Soft Wire Liner x 3mt 1.6-2.0mm
AMS5CT10A Contact Tip M8729.5 1.0-0.040 CuCrZr . .
) AM6OSWL-1620-40 Soft Wire Liner x 4mt 1.6-2.0mm
AMS5CT12A Contact Tip M8729.5 1.2-0.045 CuCrZr
AMS5CT16A Contact Tip M8%295  1.6-0.063 CuCrZr For alternate liner options please refer to page 35-36
AM2CT10A Contact Tip M8729.5 1.0-0.040 Copper
AM2CT12A Contact Tip M8729.5 1.2-0.045 Copper
* Denotes torch package standard wear part set-up
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Spare Parts

Part Number Description Part Number Description
1 AM5002 Swan Neck Assembly Optional Extra
2 AM6EX6 Outer Liner Retaining Screw 32 AMOSWLG Soft Wire Liner Gasket
3 AMI15400023 Water Hose Clamp 10mm 33 AMOSW-LINER-T Soft Wire / Combi-Liner Set-up Kit
8 AMS8010 Canvas Cover Retainer
10 AMS3208-1 Ball Joint
11 AMS3208-S Cable Support With Nut
13 AMSP1-1 Screw Pack Cable Parts
14 AMM2514-K] Handle Kit Description Part Number
15 AM2516 Microswitch Standard Trigger 3mt Amt 5mt
16 AM2516L Microswitch Extended Trigger 4 Water Inlet Hose Assembly ~ AM5012-30 AM5012-40 AMS5012-50
17 Am8027 Cable Support Spring 5 Outer Liner Assembly AM6008-30 AM6008-40  AM&008-50
18 Am8028 Housing Lock Nut 6 Power Cable Assembly AM6015-30 AM6015-40 AM&015-50
19 AM8009 Canvas Cover Clamp 7 Switch Lead Assembly AM5010-30 AM5010-40  AMS5010-50
20 AMBO10 Canvas Cover Retainer 9 Canvas Cover Assembly AM5019-30 AM5019-40 AMS5019-50
21 AM1820 Hose Support 12 Complete Cable Assembly ~ AM5506-30 AM5506-40  AM5506-50
22 AM5017 Water Outlet Hose Assembly
23 AM80320 Red Cap Stopper Welding with Soft Wires
24 AMS0310 Blue Cap Stopper For welding with Aluminum wires use a Soft Wire / Combi-Liner (page 36).
25 AMS5022 Housing Assembly Optimum installation is achieved when using the Soft Wire / Combi-Liner
26 AM1526 Gun Plug Screw (M4 x0.7) set-up kit.
27 AM1519 Gun Plug Nut
28 AM5098 Water-Cooled Plug Body Assembly
29 AMLOR Liner 'O'Ring
30 AM1826 Liner Retaining Nut
31 AMWS Wear Parts Spanner

The design, manufacturing and quality systems of Arc Torchology are certified

by BVQI in accordance with EN/ISO 9001:2015 ARCTORCHOLOGY.COM 2 1
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Air-Cooled Nozzles - 2 Piece =
= 2 =2 =2
O I D
0 b v © ©
Part No. Description Bore Wall Material 2 2 2 2 2
| 50 |
I 1
T ? ] M AMS5HDTN Tapered Nozzle 13mm | 3.5mm | Copper | @
§§ gf, { § AM5HDCN Conical Nozzle 15mm | 3.5mm | Copper | @
3 -L
1T ——— AMS5HDCYN Cylindrical Nozzle 21mm | 35mm | Copper | @
L 44
o @
% S AM5HDNI Nozzle Insulator [}
& . I
. . .
Air-Cooled Nozzles - Single Piece
82
[ \
m AMS5TN Tapered Nozzle / Insulator Assy 13mm | 2.5mm | Copper )
H &3
§ § }, § AMS5CN Conical Nozzle / Insulator Assy 15mm | 2.5mm Copper [
{ ' | AMS5CYN Cylindrical Nozzle / Insulator Assy 21mm | 2.5mm Copper ()
Liquid-Cooled Nozzles - Separate
68.1
| \
JR— AMNS5WCN Conical / Insulator Assy 13.5mm | 3.0mm | Copper )
o o = {I | I v
N 5 =t ! S AMNS5SWTN Tapered / Insulator Assy 11.5mm | 3.0mm = Copper )
o a | £ g
| A - " m— I AMN5SWCYN Cylindrical / Insulator Assy 16.0mm | 3.0mm | Copper o
| 74.0
T g .g'T_H- AMNS55WCN Conical / Insulator Assy 15mm | 3.0mm Copper L N )
[ o
§ g g_'.,, § 48 AMNS55WTN Tapered/ Insulator Assy 13mm | 3.0mm | Copper o000
o
| AMNS55WCYN Cylindrical / Insulator Assy 17mm | 3.0mm | Copper T K )
vt = e A

The design, manufacturing and quality systems of Arc Torchology are certified
by BVQI in accordance with EN/ISO 9001:2015
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2 o
Nozzle Retaining Rings _——
S o o
o . . 0 b W © ©
Part No. Description Size Material = =22 =2 2
©
1 AMNS5WCNR Nozzle Retaining Ring 29.5mm Brass [ ]
S
‘ 18.5 ‘
5
2 AMN6WCNR Nozzle Retaining Ring 30.5mm Brass e 0 0o
s
. i
[72]
Liquid-Cooled Nozzl | s s
iquid-Cooled Nozzles -Complete s 3 3%
o 0w b v © ©
Part No. Description = =22 =2 =2
74.8
} - | AMNSWCN-C Conical Nozzle c/w Insulator and Retaining Ring [ J
N‘ mil' =] :— © AMNSWTN-C Tapered Nozzle ¢/w Insulator and Retaining Ring [ ]
] o 0 v >
- L % S AMNS5SWCYN-C Cylindrical Nozzle c/w Insulator and Retaining Ring [
| 80.5
\
T 5 AMNS55WCN-C Conical Nozzle c/w Insulator and Retaining Ring [ N N
| =
§ 2 [r— AMNS55WTN-C Tapered Nozzle ¢/w Insulator and Retaining Ring o 00
o |
I _g_ AMNS55WCYN-C Cylindrical Nozzle c/w Insulator and Retaining Ring o 00

32
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NOZZLE PERFORMANCE TESTS

75 Hours

Welding Hours @ Rated Duty Cycle and Power

SPATTER PERFORMANCE TESTS
30% LESS SPATTER ADHESION ON NOZZLE FACE

25 Hours =0
100%
100
67%
50
0
Arc M5W Binzel 501D Arc M5W Binzel 501D

Up to 3 x Longer Life

‘MAKE
LI FE

® Standardwear partrange @ Torch package standard wear part set-up
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High Performance Series

Standard Series

29.5

Standard Series

35.5

ASeries

29.5

§J‘

L m—

ASeries

g

M8 x 1.25

M10x 1.5

M8 x 1.25

M10x 1.5
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4 o
Contact Tips s 58
2 o b
A . . . . . L v w o QY
Part No. Description Size Wire Size Material Wire Type = =2 2 2 =2
mm mm-Inch
Standard Series - Recommended for Fe, Fe-MC/FC Set-up
AM5CTO9? Contact Tip M8*29.5 0.9-0.035 CuCrzr [ J
AM5CT10 Contact Tip M8*29.5 1.0-0.040 CuCrzr Fe, Fe-FC/MC L
AM5CT12 Contact Tip M8*29.5 1.2-0.045 CuCrzr SS,SS-FC/MC ®
AM5CT14 Contact Tip M8729.5 1.4-0.055 CuCrzr upto 1.2mm ®
AMS5CT16 Contact Tip M8*29.5 1.6-0.063 CuCrZzr [
Standard Series - Recommended for Fe, Fe-MC/FC Set-up
AM6OWCTO9 Contact Tip M10*35.5 | 0.9-0.035 CuCrzr [ J ® 00
AM6OWCT 10 Contact Tip M10*35.5 | 1.0-0.040 CuCrzr [ J ® 00
) . Fe, Fe-FC/MC
AM6OWCT 12 Contact Tip M10*35.5 | 1.2-0.045 CuCrzr [ ® 0o
AM6OWCT 14 Contact Tip M10*35.5 | 1.4-0.055 CuCrzr SOSSFCME [ J ® 00
AM6WCT16 | Contact Tip M10°355 160063 | Cucrzr | P 12mm evceeoe
AM6WCT20 Contact Tip M10*35.5 | 2.0-0.080 CuCrzr ) [ I BN |
A Series - Recommended for Aluminium and SS Set-up
AM5CT10A Contact Tip M8%29.5 1.0-0.040 CuCrzr (]
AM5CT12A Contact Tip M8%29.5 1.2-0.045 CuCrZzr L (]
Aluminium
AMS5CT16A Contact Ti M8*29.5 .6-0.
ontact Tip 1.6-0.063 CuCrzr 55, 55-FC/MC [ ]
AM2CT10A Contact Tip M8*29.5 1.0-0.040 Copper )
upto 1.6mm
AM2CT12A Contact Tip M8*29.5 1.2-0.045 Copper )
A Series - Recommended for Aluminium and SS Set-up
AMGWCT10A Contact Tip M10*35.5 | 1.0-0.040 CuCrzr o o 00
AMOWCT12A Contact Tip M10*35.5 | 1.2-0.045 CuCrzr o o e 00
AMOWCT16A | Contact Tip M10°355 160063 | CuCrze | ‘luminium ev e 00
AMEWCT20A Contact Tip M10*35.5 | 2.0-0.080 CuCrzr 55, 55-FCMC [ J ® 00
AMCOWCT10A  Contact Tip M10°355 | 10-0040 | Copper | ¢™™ ec 000
AMC6WCT12A | Contact Tip M10*35.5 | 1.2-0.045 Copper ) CI )

CONTACT TIP PERFORMANCE TESTS

30

25

20

15

10

Welding Hours @ Rated Duty Cycle and Power

20-30 Hours

Arc M5W

5-10 Hours

Binzel 501D
Up to 6 x Longer Life

SPATTER PERFORMANCE TESTS
90% LESS SPATTER ADHESION ON TIP FACE

150
100
50

0

9%
—

Arc M5W

100%

Binzel 501D

® Standardwear partrange @ Torch package standard wear part set-up

The design, manufacturing and quality systems of Arc Torchology are certified

by BVQI in accordance with EN/ISO 9001:2015
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[72]
=
in
. g m
Tip Adaptors -
2 b b
. . n b W © ©
Part No. Description Length Material Transfer Amps / Pulse S S s s =S
Recommended for high amperages, high duty and pulse welding. Tips run cooler
| 217 |, AMSTAC Tip Adaptor High | 51.7mm | CuCrZr High Current Pulse o
o7 - Performance
3 \ . X
s S AMSTAB Tip Adaptor 51.7mm | Brass Low Current Pulse o
\
Recommended for high amperages, high duty and pulse welding. Tips run cooler
32.0
‘ L:34.5 ‘ AM5WTAC-20 High Performance | 34.5mm | Copper  Short Circuit <200A Low [ J
Q7 —; 2.0mm Recess Current Pulse
éL ] i e g AMS5SWTAC-45 High Performance 32mm | Copper Spray >200A High PY
T 4.5mm Recess Current Pulse
‘ L§324-4.05 ‘ AMS5WTAB-20 Tip Adaptor 34.5mm | Brass | Short Circuit <200A Low ([ ]
- . e 2.0mm Recess Current Pulse
5 % ; AMS5WTAB-45 Tip Adaptor 4.5mm = 32mm Brass Spray >200A High °
=1 ISS S Recess Current Pulse
35 Recommended for high amperages, high duty and pulse welding. Tips run cooler
‘ L:36.0 | AM6OSWTAC-20 | High Performance | 36.0mm | Copper | ShortCircuit = <200A Low o0 0
2 T—( 2.0mm Recess Current Pulse
x
g é AM6OSWTAC-45 | High Performance | 33.5mm | Copper Spray >200A High o 00
4.5mm Recess Current Pulse
335
‘ L36.0 ‘ AM60OSWTAB-20 | Tip Adaptor 2.0mm | 36.0mm | Brass | Short Circuit <200A Low o 00
L{—: T 1= Recess Current Pulse
gL ; AM6OSWTAB-45 | Tip Adaptor 4.5mm | 33.5mm | Brass Spray >200A High ® 0 0
= - ’ Recess Current Pulse
N TIP ADAPTOR PERFORMANCE TESTS
2
£ 300
E 250 Hours
o 250
5
> 200
3
a
3 150
2
® 100
2
3 50 Hours
£ 50
£
2 0
3 Arc M5W Binzel 501D
Up to 5 x Longer Life »
S
n
. g m
Tip Adaptor Insulators -
E I
72— A 0 bW © ©
- Part No. Description = =22 =2 =2
s AMSWTAI Tip Adaptor Insulator ®
©
72
g AMS55WTAI Tip Adaptor Insulator o 00

® Standardwear partrange @ Torch package standard wear part set-up
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Liners
Flller Metal Fe, Fe-MC/FC g o
Steel Liner Recommended for: Light and medium duty applications ; ; §I
0B 822
Part No. Description Contact Tip Wire Size = =2 =22 2
mm
AM6SL-1012-30 Steel Liner x 3mt Standard Series 10-1.2 e 06 06 0O
AM6SL-1012-40 Steel Liner x 4mt Standard Series 10-1.2 e 6 06 0O
AM6SL-1012-50 Steel Liner x 5mt Standard Series 10-12 e 6 6 0O
AM6SL-16-30 Steel Liner x 3mt Standard Series 1.6 ® 6 06 0 O
AM6ESL-16-40 Steel Liner x 4mt Standard Series 1.6 ® 6 060 O
AM6SL-16-50 Steel Liner x 5mt Standard Series 1.6 e 6 06 0O
AM6SL-20-30 Steel Liner x 3mt Standard Series 2.0 o e 0 o
AM6SL-20-40 Steel Liner x 4mt Standard Series 20 { ] e 0 o
AM6SL-20-50 Steel Liner x 5mt Standard Series 2.0 [ J e 0o o
Filler Metal ss ss-mc/ec g q
Stainless Steel Liner Recommended for: Heavy Duty Fe. High amperages and heavy deposition welding = = §l
0B 822
Part No. Description Contact Tip Wire Size = =22 2 2
mm
AM6SSTL-1012-30 Stainless Steel Liner x 3mt Standard Series 1.0-1.2 ® 6 06 0 O
AM6SSTL-1012-40 Stainless Steel Liner x 4mt Standard Series 10-1.2 e 6 060 O
AM6SSTL-1012-50 Stainless Steel Liner x 5mt Standard Series 1.0-1.2 o 6 60 O

AM6SSTL-16-30 Stainless Steel Liner x 3mt A Series 1.6 ® 6 06 0 O
AM6ESSTL-16-40 Stainless Steel Liner x 4mt ASeries 1.6 ® 6 6 0 O
AM6SSTL-16-50 Stainless Steel Liner x 5mt A Series 1.6 o 6 06 0 O

© Standard wear partrange @ Torch package standard wear part set-up

The design, manufacturing and quality systems of Arc Torchology are certified

by BVQI in accordance with EN/ISO 9001:2015 ARCTORCHOLOGY.COM 3 5
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4
Liners
2
Filler Metal amg g
] iLi Lo " =
Al - Combi Liner Recommended for: Liquid-cooled torches and frequent /repetitive arc starts ; ; ;
» _ o T EEE
Part No. Description Contact Tip Wire Size = =22 2 2
mm
AM6CL-1012-30 Combi-Liner x 3mt A Series 10-1.2 0 000
AM6CL-1012-40 Combi-Liner x 4mt A Series 1.0-1.2 o 06 00 O
AM6CL-1012-50 Combi-Liner x 5mt A Series 1.0-1.2 I M )
AM6CL-1620-30 Combi-Liner x 3mt A Series 1.6 0 060 O
AM6CL-1620-40 Combi-Liner x 4mt A Series 1.6 [ BN BN BN B )
AM6CL-1620-50 Combi-Liner x 5mt A Series 1.6 [ BN BN BN BN J

2]

. S
Filler Metal amg g .
Al - Soft Wire Liner Recommended for: Liquid-cooled torches, AlSi, Pure Al and copper wires ; = E §l

L ) o w B 88
Part No. Description Contact Tip Wire Size = =2 =2 =2

mm

AM60OSWL-1012-30 Soft Wire Liner x 3mt A Series 10-1.2 e 000
AM60SWL-1012-40 Soft Wire Liner x 4mt A Series 10-1.2 ® e 00
AM6OSWL-1620-30 Soft Wire Liner x 3mt A Series 1.6-2.0 [ B BN BN J
AM6OSWL-1620-40 Soft Wire Liner x 4mt A Series 1.6-2.0 o 06 0O
AMOSW_LINER-T Soft Wire / Combi-Liner Set-up Kit o 06 00 O

© Standard wear partrange @ Torch package standard wear part set-up
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